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Ammattikäyttöön tarkoitettu valaisin, jossa on painevalettu alumiinirunko

urheilu- ja aluevalaistukseen

Erillinen ohjain joustavilla asennustavoilla

Tehokas valikoima jopa 192 000 lm ja korkea hyötysuhde jopa 160 lm/W

Erilaiset optiikat urheilukenttien valaisemiseksi (luokka II / III EN 12193:

2018) ja avoimet alueet

Vankka muotoilu: täysin IP66 ja IK08 suojaus, mukaan lukien turvakaapeli

Varustettu DALI himmennyksellä joka edelleen lisää energiansäästöä

Varustettu hengittävällä ilmansuodattimella kondenssiveden

muodostumisen estämiseksi

Täydellistä kohdistusta varten on saatavana lisävarusteena kohdistuslaite

Varustettu IP68-liittimellä

Tuotetiedot

Tuotekoodi Tuotenimi Price

Vastaava
hehku-
lamppu

Teho
(W)

Valovirta
(lm)

Valotehokkuus
(lm/W)

Valonväri
(K) Säteilykulma

Paino
(kg/kpl)

Valaisin (ilman ohjainta)

709000083500 LEDFloodOly-P Re600-600W-740-W-LUM HID 1000W 600 96000 160 4000 60° 15,23

709000083200 LEDFloodOly-P Re600-600W-740-N-LUM HID 1000W 600 96000 160 4000 45° 15,23

709000082900 LEDFloodOly-P Re600-600W-740-XN-LUM HID 1000W 600 96000 160 4000 30° 15,23

709000082600 LEDFloodOly-P Re600-600W-740-AS-LUM HID 1000W 600 90000 150 4000 38° x 108° 15,23

709000083600 LEDFloodOly-P Re600-600W-757-W-LUM HID 1000W 600 96000 160 5700 60° 15,23

709000083300 LEDFloodOly-P Re600-600W-757-N-LUM HID 1000W 600 96000 160 5700 45° 15,23

709000083000 LEDFloodOly-P Re600-600W-757-XN-LUM HID 1000W 600 96000 160 5700 30° 15,23

709000082700 LEDFloodOly-P Re600-600W-757-AS-LUM HID 1000W 600 90000 150 5700 38° x 108° 15,23

709000084700 LEDFloodOly-P Re600-800W-740-W-LUM HID 1000W 800 128000 160 4000 60° 15,23

709000084400 LEDFloodOly-P Re600-800W-740-N-LUM HID 1000W 800 128000 160 4000 45° 15,23

709000084100 LEDFloodOly-P Re600-800W-740-XN-LUM HID 1000W 800 128000 160 4000 30° 15,23

709000083800 LEDFloodOly-P Re600-800W-740-AS-LUM HID 1000W 800 120000 150 4000 38° x 108° 15,23

709000084800 LEDFloodOly-P Re600-800W-757-W-LUM HID 1000W 800 128000 160 5700 60° 15,23

709000084500 LEDFloodOly-P Re600-800W-757-N-LUM HID 1000W 800 128000 160 5700 45° 15,23

709000084200 LEDFloodOly-P Re600-800W-757-XN-LUM HID 1000W 800 128000 160 5700 30° 15,23

709000083900 LEDFloodOly-P Re600-800W-757-AS-LUM HID 1000W 800 120000 150 5700 38° x 108° 15,23

709000085900 LEDFloodOly-P Re700-1000W-740-W-LUM HID 2000W 1000 160000 160 4000 60° 19,90

709000085600 LEDFloodOly-P Re700-1000W-740-N-LUM HID 2000W 1000 160000 160 4000 45° 19,90

709000085300 LEDFloodOly-P Re700-1000W-740-XN-LUM HID 2000W 1000 160000 160 4000 30° 19,90

709000085000 LEDFloodOly-P Re700-1000W-740-AS-LUM HID 2000W 1000 150000 150 4000 38° x 108° 19,90

709000086000 LEDFloodOly-P Re700-1000W-757-W-LUM HID 2000W 1000 160000 160 5700 60° 19,90

709000085700 LEDFloodOly-P Re700-1000W-757-N-LUM HID 2000W 1000 160000 160 5700 45° 19,90

709000085400 LEDFloodOly-P Re700-1000W-757-XN-LUM HID 2000W 1000 160000 160 5700 30° 19,90

709000085100 LEDFloodOly-P Re700-1000W-757-AS-LUM HID 2000W 1000 150000 150 5700 38° x 108° 19,90
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Item Code Item Description Price
Equivalent
to (W)

Power
(W) Lumen

Efficacy
(lm/W)

CCT
(K)

Beam
angle

Weight
(kg/pc)

Luminaire (excluding driver)

709000087100 LEDFloodOly-P Re700-1200W-740-W-LUM HID 2000W 1200 192000 160 4000 60° 18.10

709000086800 LEDFloodOly-P Re700-1200W-740-N-LUM HID 2000W 1200 192000 160 4000 45° 18.10

709000086500 LEDFloodOly-P Re700-1200W-740-XN-LUM HID 2000W 1200 192000 160 4000 30° 18.10

709000086200 LEDFloodOly-P Re700-1200W-740-AS-LUM HID 2000W 1200 180000 150 4000 38° x 108° 18.10

709000087200 LEDFloodOly-P Re700-1200W-757-W-LUM HID 2000W 1200 192000 160 5700 60° 18.10

709000086900 LEDFloodOly-P Re700-1200W-757-N-LUM HID 2000W 1200 192000 160 5700 45° 18.10

709000086600 LEDFloodOly-P Re700-1200W-757-XN-LUM HID 2000W 1200 192000 160 5700 30° 18.10

709000086300 LEDFloodOly-P Re700-1200W-757-AS-LUM HID 2000W 1200 180000 150 5700 38° x 108° 18.10

Accessories

709098001800
FloodOly-P Aiming-Device

709098001600
FloodOly-P Mounting-Kit-Out-
Pole

FloodOly-P Aiming-Device (709098001800) delivered excluding battery (1x CR123AW). FloodOly-P MK-Pole (709098001600) suitable for light
pole diameter 280-310mm.

Technical Specifications

Lifetime (L70) 100,000 h

Lifetime (L80) 70,000 h

On-/Off-cycles 100,000

Colour consistency (SDCM) 6

Dimmability DALI2

Finishing Black

Colour rendering index (CRI) ≥ 70

Ingress protection IP66

Impact strength IK08

Protection class I

Risk group (EN 62471) RG1

With control gear No

Glow wire test 850°C

Power factor ≥ 0.9

Surge protection 20 kV

Electrical Supply

Frequency 50/60 Hz

Nominal voltage 220~240 V

DC input voltage See catalogue appendix
Connection
Specifications

Mechanical Properties

Housing material Aluminium

Optical material Polycarbonate

Cover material Polycarbonate

Coastal proof Yes

Ambient Conditions

Operating temperature -30~+45°C

Application temperature +25°C

Storage environment -30~+50°C

Version April 2023
Data subject to change

Item Code Item Description Price
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to (W)

Power
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Efficacy
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(K)

Beam
angle

Weight
(kg/pc)

Luminaire (excluding driver)

709000087100 LEDFloodOly-P Re700-1200W-740-W-LUM HID 2000W 1200 192000 160 4000 60° 18.10

709000086800 LEDFloodOly-P Re700-1200W-740-N-LUM HID 2000W 1200 192000 160 4000 45° 18.10

709000086500 LEDFloodOly-P Re700-1200W-740-XN-LUM HID 2000W 1200 192000 160 4000 30° 18.10

709000086200 LEDFloodOly-P Re700-1200W-740-AS-LUM HID 2000W 1200 180000 150 4000 38° x 108° 18.10

709000087200 LEDFloodOly-P Re700-1200W-757-W-LUM HID 2000W 1200 192000 160 5700 60° 18.10

709000086900 LEDFloodOly-P Re700-1200W-757-N-LUM HID 2000W 1200 192000 160 5700 45° 18.10

709000086600 LEDFloodOly-P Re700-1200W-757-XN-LUM HID 2000W 1200 192000 160 5700 30° 18.10

709000086300 LEDFloodOly-P Re700-1200W-757-AS-LUM HID 2000W 1200 180000 150 5700 38° x 108° 18.10

Accessories

709098001800
FloodOly-P Aiming-Device

709098001600
FloodOly-P Mounting-Kit-Out-
Pole

FloodOly-P Aiming-Device (709098001800) delivered excluding battery (1x CR123AW). FloodOly-P MK-Pole (709098001600) suitable for light
pole diameter 280-310mm.

Technical Specifications

Lifetime (L70) 100,000 h

Lifetime (L80) 70,000 h

On-/Off-cycles 100,000

Colour consistency (SDCM) 6

Dimmability DALI2

Finishing Black

Colour rendering index (CRI) ≥ 70

Ingress protection IP66

Impact strength IK08

Protection class I

Risk group (EN 62471) RG1

With control gear No

Glow wire test 850°C

Power factor ≥ 0.9

Surge protection 20 kV

Electrical Supply

Frequency 50/60 Hz

Nominal voltage 220~240 V

DC input voltage See catalogue appendix
Connection
Specifications

Mechanical Properties

Housing material Aluminium

Optical material Polycarbonate

Cover material Polycarbonate

Coastal proof Yes

Ambient Conditions

Operating temperature -30~+45°C

Application temperature +25°C

Storage environment -30~+50°C

Version April 2023
Data subject to change

Tuotekoodi Tuotenimi Paino
(kg/kpl)

LED-ohjain kiinnikkeeseen/ulkopylvääseen asennettavaksiLED-ohjain kiinnikkeeseen/ulkopylvääseen asennettavaksi

709098000700709098000700 FloodOly-P Driver-Box-In/Out-600W-DALIFloodOly-P Driver-Box-In/Out-600W-DALI 8.57

709098002900709098002900 FloodOly-P Driver-Box-Out-800W-DALIFloodOly-P Driver-Box-Out-800W-DALI 13.24

709098000800709098000800 FloodOly-P Driver-Box-Out-1000W-DALIFloodOly-P Driver-Box-Out-1000W-DALI 13.40

709098000900709098000900 FloodOly-P Driver-Box-Out-1200W-DALIFloodOly-P Driver-Box-Out-1200W-DALI 15.94

Tuotekoodi Tuotenimi Paino
(kg/kpl)

LED-ohjain sisäpylvääseen/kaappiin asennettavaksiLED-ohjain sisäpylvääseen/kaappiin asennettavaksi

709098000700709098000700 FloodOly-P Driver-Box-In/Out-600W-DALIFloodOly-P Driver-Box-In/Out-600W-DALI 8.57

709098003000709098003000 FloodOly-P Driver-Box-IN-800W-DALIFloodOly-P Driver-Box-IN-800W-DALI 9.00

709098001400709098001400 FloodOly-P Driver-Box-IN-1000W-DALIFloodOly-P Driver-Box-IN-1000W-DALI 9.10

709098001500709098001500 FloodOly-P Driver-Box-IN-1200W-DALIFloodOly-P Driver-Box-IN-1200W-DALI 11.75
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Mittapiirustus (mm)

LEDFloodOly-P Re600-600W

LEDFloodOly-P Re600-800W

LEDFloodOly-P Re700
1000W & 1200W

Versio Huhtikuu 2023
Tietoja voidaan muuttaa Nettisivuiltamme löydät tarkemmat tuotetiedot ja käyttöehdot.
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