
250053726000

709000056700 / 709000056800 / 709000056900 4000K 5.3kg / 5.3kg / 5.2kg
709000057000 / 709000057100 / 709000057200 5700K 5.3kg / 5.3kg / 5.2kg
709000057300 / 709000057400 / 709000057500 4000K 5.3kg / 5.3kg / 5.2kg
709000057600 / 709000057700 / 709000057800 5700K 5.3kg / 5.3kg / 5.2kg
709000057900 / 709000058000 / 709000058100 4000K 6.5kg / 6.5kg / 6.3kg
709000058200 / 709000058300 / 709000058400 5700K 6.5kg / 6.5kg / 6.3kg
709000058500 / 709000058600 / 709000058700 4000K 6.9kg / 6.9kg / 6.8kg
709000058800 / 709000058900 / 709000059000 5700K 6.9kg / 6.9kg / 6.8kg
709000059100 / 709000059200 / 709000059300 4000K 8.7kg / 8.7kg / 8.5kg
709000059400 / 709000059500 / 709000059600 5700K 8.7kg / 8.7kg / 8.5kg
709000059700 / 709000059800 / 709000059900 4000K 8.9kg / 8.9kg / 8.7kg
709000060000 / 709000060100 / 709000060200 5700K 8.9kg / 8.9kg / 8.7kg

10-11-2021

C

B

D

99mm

A

439mm

E(Mounting hole） 1313

第1折

*Not included: please purchase separately.

   Screw
M12 /58N.m

M10(2×)
33N.m

The screw should be installed in the E Mounting hole

LED Floodlight Modulo Performer

   Screw
M12 /58N.m

Model Rated 
Power

A
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

LED FLMo-P RE340-70W-XXXX-X 70W 400 271 54 330 290 108400 IP66
LED FLMo-P RE340-100W-XXXX-X 100W 400 271 54 330 290 108400 IP66
LED FLMo-P RE450-150W-XXXX-X 150W 400 396 54 436 290 158400 IP66
LED FLMo-P RE450-200W-XXXX-X 200W 400 396 54 436 290 158400 IP66
LED FLMo-P RE570-250W-XXXX-X 250W 400 521 54 564 290 208400 IP66
LED FLMo-P RE570-300W-XXXX-X 300W 400 521 54 564 290 208400 IP66

Windage 
area（mm²）

IP Grade



In case of broken cover the luminaire should be disposed of.

For unreplaceable light sources,if the light source contained in this luminaire 
could not work properly,the luminaire should be disposed of.

*Not included: please purchase separately.

3×1.0mm²

Watertight IP66

8mm

15mm

L
N N: Blue 

L: Brown
: yellow/green

IP66

IEC 60598-2-1 or IEC 60598-2-2


