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LED PL-RC-G SQ598-33W-BLE 3000K/4000K 4.12kg

LED PL-RC-G RE298-33W-BLE 3000K/4000K 5.33kg

3000K/4000K 4.12kg

3000K/4000K 5.33kg

LED PL-RC-G SQ598-33W-DALI

3000K/4000K 4.12kg

LED PL-RC-G RE298-33W-DALI

3000K/4000K 5.33kg

LED PL-RC-G SQ598-33W

LED PL-RC-G RE298-33W

LED PL-RC-G SQ598-33W-BLE

LED PL-RC-G RE298-33W-BLE

LED PL-RC-G SQ598-33W-DALI

LED PL-RC-G RE298-33W-DALI

LED PL-RC-G SQ598-33W

LED PL-RC-G RE298-33W

A

E

B

F

CD

1

Ø5~Ø8mm

5x0.75mm²~1.5mm²
8-10mm
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Model
Name

Wrong connection

Good connection

Function Contact Duration Reaction
Ignore ＜50ms Nothing

Short Push 50-500ms Turn on or off
Long Push ＞500ms Dimming up or down

Synchronisation 10s Go to SYNC level, 50%
20s Go to SYNC level, 100%

TOUCH DIM FUNCTIONALITY（For DALI2 System）

Touch Dim Terminal Consumption: Typical 3mA(220V).  

Warning: TD function and DALI function can’t be used at the same time, avoid damaging the DALI system by high voltage. 

Only for DALI version. 
Connect with DALI1 and DALI2. 
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For non replacable lightsources.
The light source of this luminaire is not replaceable;when the light 
source reaches its end of life the whole luminaire shall be replaced.




